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42 COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.

TOOL EDP ANGLE SIZE SHANK LOC OAL FLUTES
AMG-M3M0.5-DP 13364 90° 0.5 3 2 38 2
AMG-M3M0.6-DP 13365 90° 0.6 3 2.5 38 2
AMG-M3M0.7-DP 13366 90° 0.7 3 2.5 38 2
AMG-M3M0.8-DP 13367 90° 0.8 3 3 38 2
AMG-M3M0.9-DP 13368 90° 0.9 3 3.5 38 2
AMG-M3M1-DP 13369 90° 1 3 4 38 2
AMG-M3M1.2-DP 13370 90° 1.2 3 4.5 38 2
AMG-M3M1.4-DP 13371 90° 1.4 3 5.5 38 2
AMG-M3M1.5-DP 13372 90° 1.5 3 6 38 2
AMG-M3M1.8-DP 13373 90° 1.8 3 7 38 2
AMG-M3M2-DP 13374 90° 2 3 8 38 2
AMG-M3M2.5-DP 13375 90° 2.5 3 10 38 2
AMG-M3M3-DP 13376 90° 3 3 12 38 2
AMG-M4M4-DP 13377 90° 4 4 14 51 2
AMG-M5M5-DP 13378 90° 5 5 20 51 2
AMG-M6M6-DP 13379 90° 6 6 20 63 2
AMG-M8M8-DP 13380 90° 8 8 20 63 2
AMG-M10M10-DP 13381 90° 10 10 25 70 2
AMG-M12M12-DP 13382 90° 12 12 25 76 2
AMG-M16M16-DP 13383 90° 16 16 32 89 2
AMG-M20M20-DP 13384 90° 20 20 38 100 2

DRILL POINT END MILLS
METRIC, 2 FLUTE, SINGLE END 

Can be used for drilling, slotting, 
chamfering, and profile milling.

Made from premium submicron 
grain carbide.

Tolerance +.000/-.050mm.  
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►

NOTE:  All dimensions listed are in millimeters (mm).

SPOTTING DRILLINGCOUNTERSINK CHAMFERINGSIDE MILLING
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