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COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.
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TOOL EDP SIZE
DECIMAL 

EQUIV. LOC OAL
JDR-3/64 17250 3/64 .0469 1/2 1-1/2

JDR-1/16 17251 1/16 .0625 5/8 1-5/8

JDR-5/64 17252 5/64 .0781 11/16 1-11/16

JDR-3/32 17253 3/32 .0938 3/4 1-3/4

JDR-7/64 17254 7/64 .1094 13/16 1-13/16

JDR-1/8-S 17437 1/8 .1250 5/8 1-1/2

JDR-1/8 17255 1/8 .1250 7/8 1-7/8

JDR-9/64 17256 9/64 .1406 15/16 1-15/16

JDR-5/32 17257 5/32 .1562 1 2-1/16

JDR-11/64 17258 11/64 .1719 1-1/16 2-1/8

JDR-3/16-S 17438 3/16 .1875 5/8 2

JDR-3/16 17259 3/16 .1875 1-1/8 2-3/16

JDR-13/64 17260 13/64 .2031 1-3/16 2-1/4

JDR-7/32 17261 7/32 .2188 1-1/4 2-3/8

JDR-15/64 17262 15/64 .2344 1-5/16 2-7/16

JDR-1/4-S 17439 1/4 .2500 3/4 2

JDR-1/4 17263 1/4 .2500 1-3/8 2-1/2

JDR-17/64 17264 17/64 .2656 1-7/16 2-5/8

JDR-9/32 17265 9/32 .2812 1-1/2 2-11/16

JDR-19/64 17266 19/64 .2969 1-9/16 2-3/4

JDR-5/16-S 17440 5/16 .3125 3/4 2-1/2

JDR-5/16 17267 5/16 .3125 1-5/8 2-13/16

JDR-21/64 17268 21/64 .3281 1-11/16 2-15/16

JDR-11/32 17269 11/32 .3438 1-11/16 3

JDR-23/64 17270 23/64 .3594 1-3/4 3-1/16

JDR-3/8-S 17441 3/8 .3750 1 2-1/2

JDR-3/8 17271 3/8 .3750 1-13/16 3-1/8

JDR-25/64 17272 25/64 .3906 1-7/8 3-1/4

JDR-13/32 17273 13/32 .4062 1-15/16 3-5/16

JDR-27/64 17274 27/64 .4219 2 3-3/8

JDR-7/16-S 17442 7/16 .4375 1 2-3/4

JDR-7/16 17275 7/16 .4375 2-1/16 3-7/16

JDR-29/64 17276 29/64 .4531 2-1/8 3-9/16

JDR-15/32 17277 15/32 .4688 2-1/8 3-5/8

JDR-31/64 17278 31/64 .4844 2-3/16 3-11/16

JDR-1/2-S 17443 1/2 .5000 1 3

JDR-1/2 17279 1/2 .5000 2-1/4 3-3/4

JDR-9/16 17444 9/16 .5625 1-1/8 3-1/2

JDR-5/8 17445 5/8 .6250 1-1/4 3-1/2

JDR-3/4 17446 3/4 .7500 1-1/2 4

STRAIGHT FLUTE DRILLS
FRACTIONAL SIZES

140° point used to drill approximately 3 
times the diameter depth.

For use on materials RC-40 and higher. 

Made from premium submicron grain 
carbide.

Tolerance +.0000/-.0005

►

►

►
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62 COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.

TOOL EDP SIZE
DECIMAL 

EQUIV. LOC OAL
JDR-A 17280 A .234 1-5/16 2-7/16

JDR-B 17281 B .238 1-3/8 2-1/2

JDR-C 17282 C .242 1-3/8 2-1/2

JDR-D 17283 D .246 1-3/8 2-1/2

JDR-E 17284 E .250 1-3/8 2-1/2

JDR-F 17285 F .257 1-7/16 2-5/8

JDR-G 17286 G .261 1-7/16 2-5/8

JDR-H 17287 H .266 1-1/2 2-11/16

JDR-I 17288 I .272 1-1/2 2-11/16

JDR-J 17289 J .277 1-1/2 2-11/16

JDR-K 17290 K .281 1-1/2 2-11/16

JDR-L 17291 L .290 1-9/16 2-3/4

JDR-M 17292 M .295 1-9/16 2-3/4

JDR-N 17293 N .302 1-5/8 2-13/16

JDR-O 17294 O .316 1-11/16 2-15/16

JDR-P 17295 P .323 1-11/16 2-15/16

JDR-Q 17296 Q .332 1-11/16 3

JDR-R 17297 R .339 1-11/16 3

JDR-S 17298 S .348 1-3/4 3-1/16

JDR-T 17299 T .358 1-3/4 3-1/16

JDR-U 17300 U .368 1-13/16 3-1/8

JDR-V 17301 V .377 1-7/8 3-1/4

JDR-W 17302 W .386 1-7/8 3-1/4

JDR-X 17303 X .397 1-15/16 3-5/16

JDR-Y 17304 Y .404 1-15/16 3-5/16

JDR-Z 17305 Z .413 2 3-3/8

140° point used to drill approximately 3 
times the diameter depth.

For use on materials RC-40 and higher. 

Made from premium submicron grain 
carbide.

Tolerance +.0000/-.0005

►

►

►

TOOL EDP SIZE
DECIMAL 

EQUIV. LOC OAL

JDR-1 17306 1 .2280 1-5/16 2-7/16

JDR-2 17307 2 .2210 1-5/16 2-7/16

JDR-3 17308 3 .2130 1-1/4 2-3/8

JDR-4 17309 4 .2090 1-1/4 2-3/8

JDR-5 17310 5 .2055 1-1/4 2-3/8

JDR-6 17311 6 .2040 1-1/4 2-3/8

JDR-7 17312 7 .2010 1-3/16 2-1/4

JDR-8 17313 8 .1990 1-3/16 2-1/4

JDR-9 17314 9 .1960 1-3/16 2-1/4

JDR-10 17315 10 .1935 1-3/16 2-1/4

JDR-11 17316 11 .1910 1-3/16 2-1/4

JDR-12 17317 12 .1890 1-3/16 2-1/4

JDR-13 17318 13 .1850 1-1/8 2-3/16

JDR-14 17319 14 .1820 1-1/8 2-3/16

STRAIGHT FLUTE DRILLS
LETTER SIZES

STRAIGHT FLUTE DRILLS
WIRE SIZES

http://www.endmill.com/pages/page_search.asp?ITEM_NO=62&COATING=-
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COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.
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140° point used to drill approximately 3 
times the diameter depth.

For use on materials RC-40 and higher. 

Made from premium submicron grain 
carbide.

Tolerance +.0000/-.0005

►
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TOOL EDP SIZE
DECIMAL 

EQUIV. LOC OAL

JDR-15 17320 15 .1800 1-1/8 2-3/16

JDR-16 17321 16 .1770 1-1/8 2-3/16

JDR-17 17322 17 .1730 1-1/8 2-3/16

JDR-18 17323 18 .1695 1-1/16 2-1/8

JDR-19 17324 19 .1660 1-1/16 2-1/8

JDR-20 17325 20 .1610 1-1/16 2-1/8

JDR-21 17326 21 .1590 1-1/16 2-1/8

JDR-22 17327 22 .1570 1-1/16 2-1/8

JDR-23 17328 23 .1540 1 2-1/16

JDR-24 17329 24 .1520 1 2-1/16

JDR-25 17330 25 .1495 1 2-1/16

JDR-26 17331 26 .1470 1 2-1/16

JDR-27 17332 27 .1440 1 2-1/16

JDR-28 17333 28 .1405 15/16 1-15/16

JDR-29 17334 29 .1360 15/16 1-15/16

JDR-30 17335 30 .1285 15/16 1-15/16

JDR-31 17336 31 .1200 7/8 1-7/8

JDR-32 17337 32 .1160 7/8 1-7/8

JDR-33 17338 33 .1130 7/8 1-7/8

JDR-34 17339 34 .1110 7/8 1-7/8

JDR-35 17340 35 .1100 7/8 1-7/8

JDR-36 17341 36 .1065 13/16 1-13/16

JDR-37 17342 37 .1040 13/16 1-13/16

JDR-38 17343 38 .1015 13/16 1-13/16

JDR-39 17344 39 .0995 13/16 1-13/16

JDR-40 17345 40 .0980 13/16 1-13/16

JDR-41 17346 41 .0960 13/16 1-13/16

JDR-42 17347 42 .0935 3/4 1-3/4

JDR-43 17348 43 .0890 3/4 1-3/4

JDR-44 17349 44 .0860 3/4 1-3/4

JDR-45 17350 45 .0820 3/4 1-3/4

JDR-46 17351 46 .0810 3/4 1-3/4

JDR-47 17352 47 .0785 3/4 1-3/4

JDR-48 17353 48 .0760 11/16 1-11/16

JDR-49 17354 49 .0730 11/16 1-11/16

JDR-50 17355 50 .0700 11/16 1-11/16

JDR-51 17356 51 .0670 11/16 1-11/16

JDR-52 17357 52 .0635 11/16 1-11/16

JDR-53 17358 53 .0595 1/2 1-1/2

JDR-54 17359 54 .0550 1/2 1-1/2

JDR-55 17360 55 .0520 1/2 1-1/2

JDR-56 17361 56 .0465 1/2 1-1/2

STRAIGHT FLUTE DRILLS
WIRE SIZES - End of  List
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64 COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.

Size, LOC, and OAL dimensions are in millimeters (mm).

140° point used to drill approximately 3 
times the diameter depth.

For use on materials RC-40 and higher. 

Made from premium submicron grain 
carbide.

Tolerance +.0000/-.0005

►

►

►

TOOL EDP SIZE DECIMAL 
EQUIV. LOC OAL

JDR-1.5MM 17371 1.5 .0591 13 38
JDR-2MM 17372 2 .0787 19 45
JDR-2.5MM 17373 2.5 .0984 21 46
JDR-3MM 17374 3 .1181 22 48
JDR-3.5MM 17375 3.5 .1378 24 52
JDR-4MM 17376 4 .1575 27 53
JDR-4.5MM 17377 4.5 .1772 29 55
JDR-5MM 17378 5 .1969 30 57
JDR-5.5MM 17379 5.5 .2165 32 60
JDR-6MM 17380 6 .2362 33 61
JDR-6.5MM 17381 6.5 .2559 35 63
JDR-7MM 17382 7 .2756 38 68
JDR-7.5MM 17383 7.5 .2953 40 70
JDR-8MM 17384 8 .3150 41 71
JDR-8.5MM 17385 8.5 .3346 24 76
JDR-9MM 17386 9 .3543 44 78
JDR-9.5MM 17387 9.5 .3740 46 79
JDR-10MM 17388 10 .3937 48 83
JDR-10.5MM 17389 10.5 .4134 51 86
JDR-11MM 17390 11 .4331 52 87
JDR-11.5MM 17391 11.5 .4528 54 90
JDR-12MM 17392 12 .4724 54 92

STRAIGHT FLUTE DRILLS
METRIC SIZES

For centering and spot drilling applications 
when high accuracy is necessary.

60° included angle

Use carbide for highly abrasive or tough 
materials in production runs.

►

►

►

COMBINED DRILL AND COUNTERSINK - CARBIDE
2 FLUTE, SINGLE END

TOOL EDP SIZE
BODY 
DIA.

DRILL 
DIA

DRILL 
LENGTH OAL

KDR-00 17362 00 3/32 .025 .030 1-1/2

KDR-0 17363 0 3/32 1/32 .038 1-1/2

KDR-1 17364 1 1/8 3/64 3/64 1-1/2

KDR-2 17365 2 3/16 5/64 5/64 2

KDR-3 17366 3 1/4 7/64 7/64 2

KDR-4 17367 4 5/16 1/8 1/8 2-1/8

KDR-5 17368 5 7/16 3/16 3/16 2-3/4

KDR-6 17369 6 1/2 7/32 7/32 3

KDR-7 10611 7 5/8 1/4 1/4 3-1/4

KDR-8 10613 8 3/4 5/16 5/16 3-1/2
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