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64 COATINGS:  To order coated tools, add TiN, TiCN, or AlTiN after the tool name or change the first digit 
of the EDP to 2 for TN, 4 for TiCN, or 5 for AlTiN.

Size, LOC, and OAL dimensions are in millimeters (mm).

140° point used to drill approximately 3 
times the diameter depth.

For use on materials RC-40 and higher. 

Made from premium submicron grain 
carbide.

Tolerance +.0000/-.0005
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TOOL EDP SIZE DECIMAL 
EQUIV. LOC OAL

JDR-1.5MM 17371 1.5 .0591 13 38
JDR-2MM 17372 2 .0787 19 45
JDR-2.5MM 17373 2.5 .0984 21 46
JDR-3MM 17374 3 .1181 22 48
JDR-3.5MM 17375 3.5 .1378 24 52
JDR-4MM 17376 4 .1575 27 53
JDR-4.5MM 17377 4.5 .1772 29 55
JDR-5MM 17378 5 .1969 30 57
JDR-5.5MM 17379 5.5 .2165 32 60
JDR-6MM 17380 6 .2362 33 61
JDR-6.5MM 17381 6.5 .2559 35 63
JDR-7MM 17382 7 .2756 38 68
JDR-7.5MM 17383 7.5 .2953 40 70
JDR-8MM 17384 8 .3150 41 71
JDR-8.5MM 17385 8.5 .3346 24 76
JDR-9MM 17386 9 .3543 44 78
JDR-9.5MM 17387 9.5 .3740 46 79
JDR-10MM 17388 10 .3937 48 83
JDR-10.5MM 17389 10.5 .4134 51 86
JDR-11MM 17390 11 .4331 52 87
JDR-11.5MM 17391 11.5 .4528 54 90
JDR-12MM 17392 12 .4724 54 92

STRAIGHT FLUTE DRILLS
METRIC SIZES

For centering and spot drilling applications 
when high accuracy is necessary.

60° included angle

Use carbide for highly abrasive or tough 
materials in production runs.
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COMBINED DRILL AND COUNTERSINK - CARBIDE
2 FLUTE, SINGLE END

TOOL EDP SIZE
BODY 
DIA.

DRILL 
DIA

DRILL 
LENGTH OAL

KDR-00 17362 00 3/32 .025 .030 1-1/2

KDR-0 17363 0 3/32 1/32 .038 1-1/2

KDR-1 17364 1 1/8 3/64 3/64 1-1/2

KDR-2 17365 2 3/16 5/64 5/64 2

KDR-3 17366 3 1/4 7/64 7/64 2

KDR-4 17367 4 5/16 1/8 1/8 2-1/8

KDR-5 17368 5 7/16 3/16 3/16 2-3/4

KDR-6 17369 6 1/2 7/32 7/32 3

KDR-7 10611 7 5/8 1/4 1/4 3-1/4

KDR-8 10613 8 3/4 5/16 5/16 3-1/2
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